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HOISTWAY: THE HOISTWAY MUST BE IN ACCORDANCE WITH
"SAFETY CODE FOR ELEVATORS AND ESCALATORS” (ASME A17.1)
AND ALL STATE AND LOCAL CODES.

REINFORCED WALL: THE RAIL WALL MUST BE REINFORCED WITH
DOUBLE 2X12 PLANKS AS SHOWN ON THE DRAWINGS. THE MACHINE
AND RAIL SYSTEM REQUIRES THESE 2X12 PLANKS FOR SUPPORT.

POWER SUPPLY: A LOCKABLE FUSED DISCONNECT MUST BE
PROVIDED IN ACCORDANCE WITH LOCAL ELECTRICAL CODES. THE
SUPPLY MUST BE A 115V, 20A DEDICATED CIRCUIT.

PLUMB HOISTWAY: DUE TO CLOSE RUNNING CLEARANCES
OWNER/AGENT MUST ENSURE THAT HOISTWAY IS PLUMB,
AND SQUARE AND IS IN ACCORDANCE WITH DIMENSIONS

MACHINE ROOM: MACHINE ROOM MAY BE LOCATED WITHIN THE HOISTWAY
ON THE BOTTOM FLOOR OR IN A CLOSET ADJACENT TO THE HOISTWAY
(BEHIND THE RAIL WALL). THE MACHINE ROOM MUST HAVE A LOCKABLE

DOORS: DOORS MUST MEET LOCAL FIRE CODE. INTERLOCK
DEVICES ARE PROVIDED AND MUST BE MOUNTED TO
DOORS AS DIRECTED IN THE INSTALLATION GUIDE.

ON THESE DRAWINGS. ACCESS DOOR. THIS DOOR MUST REMAINED LOCKED AT ALL TIMES.
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